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How to Specify a Powder Sampling System – 
Questionnaire / Design Specification
	Enquiry Date
	

	Organisation
	

	Contact Name
	

	Contact phone number
	

	Contact e-mail
	

	Customer Reference
	


General Questions

	What is the media to be sampled?
	

	What form is it in?
	

	What is the power like?
· Particle size?

· Hard/soft
· Sticky/free flowing
	

	What pressure is the system at? max/normal/min
	

	What temperature is the system at? max/normal/min
	

	What hazards are there associated with the sample media?
	

	What precautions/PPE are used at present when handling the sample media?
	

	How well contained does the sample need to be?
	

	Where are samples to be collected from?
	

	What are suitable wetted materials for the sampler?
	

	Is the powder stationary or moving?
If moving how is it moved?
	

	How is the sampler to be operated?
	Manual/actuated semi/fully automatic

	How large a sample is to be collected?
	

	How often does a sample need to be collected?
	

	How is the sampler to be attached to the equipment containing the powder?
Connection details (eg 2”NB ASME 150 flange)
	

	Are there any space constraints?
Is so, what?
	


	Does the sampler need to be permanently mounted to the equipment, or removed between each sample?
	

	What is the sample to be collected in?
	

	How is the sample container to be connected to the sampler?
	

	Is a purge or flush required?
	

	Does the sampler need to be cleaned between taking samples?
	

	Which of these are available at the sampler?
	Nitrogen/plant vacuum/wash liquor/ compressed air*

	How often are samples to be taken?
	

	Where is the sampler to be located (inside/outside)?

What are the ambient conditions?
	

	Are there any external hazards that need to be considered? If so, please specify.
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